4. OCCUPANT SHALL OBTAIN FIRE DEPARTMENT PERMITS AS REQUIRED BY

5. EXTINGUISHER DOES NOT EXCEED SEVENTY-FIVE (75) FEET.

6. AND SHALL BE LOCATED SUCH THAT TRAVEL DISTANCE TO AN

2. PROVIDE 2A-10:BC RATED FIRE EXTINGUISHER INSIDE PROJECT AREA AT

PERMIT.

6. ALL SUSPENDED ACOUSTICAL CEILING GRIDS SHALL BE PER

3. ALL EXPANSION ANCHORS IN CONCRETE SHALL BE HILTI

HILTI X-CW U27, CONFORMING TO ICC-ES ESR-2892.

3. KWIK BOLT TZ CONFORMING TO ICC-ES ESR 1917.

PARTIAL LIST OF APPLICABLE NATIONAL FIRE PROTECTION ASSOCIATION (NFPA)

NFPA 72, 2016 EDITION - NATIONAL FIRE ALARM AND SIGNALING CODE (AS

NFPA 25, (2013 CALIFORNIA EDITION, BASED ON NFPA 25, 2011 EDITION) -

NFPA 24, 2016 EDITION - INSTALLATION OF PRIVATE FIRE SERVICE MAINS (AS

NFPA 13, 2016 EDITION - INSTALLATION OF SPRINKLER SYSTEMS (AS AMENDED

PARTIAL LIST OF APPLICABLE TITLE 19, PUBLIC SAFETY, STATE FIRE MARSHAL REGULATIONS

NFPA 20, 2016 EDITION - PRESSURIZED WATER PUMP TEST AND DICTIONARY

NFPA 17, 2016 EDITION - INSTALLATION OF FIXED FIRE SPRINKLER SYSTEMS (AS

NFPA 160, 2016 EDITION - INSTALLATION OF PASSIVE DESIGNS FOR SMOKE AND GASES

NFPA 110, 2016 EDITION - STANDPIPE AND HANDBRANCH SYSTEMS (AS AMENDED

NFPA 101, 2015 EDITION - LIFE SAFETY CODE (AS AMENDED BY CSFM)
REVISIONS

UCR project no.
scale
dd approval
sd approval
release
cd approval
REB ID AUGUST 2020

A1
1/4"=1'-0"

10 BASEMENT PLAN - DEMOLITION

ROOM 46

SEE SHEET A-003

SEE SHEET A-004

PROJECTION

COUNTERTOP TO REMAIN

CONC. WALL TO REMAIN

ACOUS. FURRING WALL

CONC. FLOOR

MASTIC TO EXPOSE

FLR. TILE, WALL BASE, & RESILIENT WALL BASE

REMOVE

VC7 TO REMAIN.

SEE ELEC. DWG. TRANSOM PANEL.

REMOVE EXIT SIGN ON (2)

HINGES TO REMAIN, TYP. H.M. FRAME & PIVOT PANEL & ASTRAGAL.

MET. OVER TRANSOM REMOVE DOOR, SHT.
PHYSICS 2000 RENEWAL
DMFI PROJECTS 2019
UCR

ARCHITECTS & ENGINEERS
1223 UNIVERSITY AVENUE, SUITE 240
TEL:(951) 827-4706 FAX:(951) 827-2402

SCOTT DONNEL
RIVERSIDE, CA. 92507

Drawn by
UCR project no.
scale
dd approval
release
construction
cd approval
sd approval

Project Title
Drawing Name

REV #
DATE
DESCRIPTION

UCR project manager

OF
REB ID AUGUST 2020

S
S
S
S

A1

1/4"=1'-0"

1st FLR. REF.
CEILING PLAN

ELEC. DWG., TYP.
LIGHT FIXTURE, SEE
ABOVE CLG., TYP.
CONNECT TO (E) AIR DUCT
AIR SUPPLY GRILLE.

REMAIN, TYP.
(E) LIGHT FIXTURE TO
TYP.
(E) SPEAKER TO REMAIN,
REMAIN, TYP.
(E) SUSP. PROJECTOR TO

PAINT
REQD TO MATCH (E) - (N)
TO REMAIN. REPAIR AS
(E) SUSP. PLAST. SOFFIT

COLOR 05
COLOR 04
COLOR 03

DECK ABOVE, TYP.
FIREPROOFING AT ROOF
REPLACE (E) SPRAYED-ON
SUSP. ACOUS. CLG. SYS..

REMAIN, TYP.
(N) WALL-MOUNTED EXIT
TYP.
TO REMAIN - (N) PAINT,
(E) AIR RETURN GRILLE

CONNECT TO (E) AIR DUCT
(E) AIR SUPPLY GRILLE.

SIGN. SEE ELEC DWG.,
(N) PAINT, TYP. OF (2)
(N) 16 GA. SHT. MET -
UNDERSIDE OF SOFFIT W/
PANEL COVERING
REPLACE (E) SHT. MET.
1. REMOVE (E) WOOD WINDOW PANEL THAT CONTAINS PROJECTION

2. OMIT (4) GUARDS WHICH ARE PART OF BASE BID, SHOWN IN DETAIL WINDOW PANEL. VERIFY AT SITE.

ALTERNATE 01 NOTES

- (E) CONC. WALL TO 3'-6" B4 - TYP.
- (E) CONC. WALL BELOW PLATFORM.

STEPPED SEATING PROVIDE ADDITIONAL PROJECTION OPENINGS TO CONSTRUCTED OVER (E) SEATING AREA TO BE REMAIN - (N) PAINT

STEEL STEPPED FLOOR

- PAINT, TYP.
- EMBEDMENT @ EA. END
- 3/8"x3" W/ 2" MIN.
- (2) HILTI KWIK BOLT TZ

FRAMES W/ TACK WELD @ PANELS TO STEEL TUBE FRAME SIDE. ATTACH PANELS SHALL BE ON MIRRORRED. 3/4" HEM ON THE RIGHT SIDE LEFT SIDE SIMILAR. (2) (O.F.C.I.). (2) ON THE STEEL MODESTY PANELS TOTAL OF (4) PERFORATED

NOTE:

GUARDS AT (E) SPACE IN FRONT OF PROJECTION ROOM

- GUARDS MOUNTING PLATE
- GUARDS MOUNTING PLATE
- 1 1/2" O.D. STL. GALV.
- L4X3X1/4" LLH
- EMBEDMENT @ 24" O.C. &
- (2) HILTI KWIK BOLT TZ

1 1/2" FROM EA. END SCREW @ 12" O.C. & COUNTERSUNK MACHINE

PAINT, TYP.

1/4" THK. STEEL PLATE - @ EA.END

EMBEDMENT @ EA. END

3/8"x3" W/ 2" MIN.

1 1/2" FROM EA. END SCREW @ 12" O.C. & COUNTERSUNK MACHINE

PAINT, TYP.

1/4" THK. STEEL PLATE - SCREW @ 12" O.C. & COUNTERSUNK MACHINE

L4X3X1/4" LLH
- EMBEDMENT @ EA. END

STEEL STEPPED FLOOR SLAB EMBEDMENT 3" FROM EA.

3/8"x3" W/ 2" MIN.

(2) HILTI KWIK BOLT TZ

1 1/2" FROM EA. END SCREW @ 12" O.C. & COUNTERSUNK MACHINE

PAINT, TYP.

1/4" THK. STEEL PLATE - SCREW @ 12" O.C. & COUNTERSUNK MACHINE

L4X3X1/4" LLH

STEEL STEPPED FLOOR SLAB
FEED TO CENTER SEATING ROWS
LIGHT FIXTURE - T-BAR MOUNTED
LIGHT FIXTURE - GYP CEILING
DEVICE MOUNTING HEIGHTS
NOT USED
NOT USED
NOT USED
NOT USED